ZTT SERIES CERAMIC RESONATOR
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The ZTT Series ceramic resonator offers wide FEATURES ©
frequency range and extended temperature « Low profile
range capabilities with built-in load - Wide frequency range
capacitance. = Extended temperature range
= High stability
« Built-in load capacitance
« Radial taping available
OPERATING CONDITIONS/ELECTRICAL CHARACTERISTICS
FREQUENCY FREQUENCY STABILITY IN AGING FOR RESONANT WITHSTANDING INSULATION
PART NUMBER* RANGE ACCURACY TEMPERATURE TEN YEARS RESISTANCE VOLTAGE RESISTANCE
(MHz) @ 25° (%) -20°~ 80°C (%) (%) (Q) MAX. (5 SEC. MAX.) Q)
ZTTCL.OCIMG 2.00~2.99 0.5 +0.3 +0.3 80 100 vV DC 5X108Min. @ 10 V DC
ZTTL.OICOMG 3.00 ~ 3.49 +0.5 +0.3 +0.3 50 100 vV DC 5X10%Min. @ 10 V DC
ZTTL.OICMG 3.50~4.99 +0.5 10.3 +0.3 30 100 vV DC 5X10%Min. @ 10 V DC
ZTTO.O00MT 5.00 ~ 6.99 +0.5 +0.3 +0.3 30 100 vV DC 5X108 Min. @ 10 vV DC
ZTTO.O00MT 7.00 ~ 13.00 +0.5 +0.3 +0.3 25 100 vV DC 5X108Min. @ 10 V DC
ZTTO.OOMX 13.01 ~ 48.00 +0.5 +0.3 +0.3 55 100 v DC 5X108Min. @ 10 V DC
* Complete part number to include frequency i.e. ZTT10.00MT (10.00 = 10.00 MHz)
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Figure 1) ZTT [J..JCJMG, Front and Side views Figure 2) 217 L.CICIMG Test Cirout
5 Max. 10 Max.
‘ ‘ 1/6 TC 74HCUO4P x 2(zTT O O.00 MX)
1/6 CD 4069UBE x 2(ZTT O O.O0OMT)
. +12V DC
©
f,_ To Frequency
S RE Counter
° [ _Ii ]
b RF : 1IMQ
? @7| €17 C2 | T® ¢1 Co: 30pF £20% (5.00 ~ 20.00 MHz)
0.25 0.05 — | | C1, C2: 15pF +20% (20.01 ~ 25.99 MHz)
—>||<— — I - C1, C2: 5pF +20% (26.00 ~ 48.00 MHz)
2503 @

Figure 3) ZTT [J..J[JMT, MX Front and Side views

Figure 4) ZTT [J..JCIMT & zTT [J.[J[JMX Test Circuit
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